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No. Version Release Time
1 2.4.8 2022.3.10
2 2.4.42 2024.11.21
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Release 2.4.42
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Models Software Comment
Version
GA10 2.4.42
2.1 New Features

1. Support adjusting ring signal parameters

2.2 Improvement

Optimize the sound quality of the phone

Optimize support for call forwarding function

Optimize support for setting VLAN

Optimize URL off hook and AFK events

Optimize the display of incoming call name

2.3 Bug Fix

1. Fixed the issue where the SIP server was restored but the phone registration status

was not updated

2.

3.

Fix the issue of custom ringing frequency errors

Fix the issue of failed import of diallan function configuration
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. Fix the issue of occasional incoming calls not ringing

. Fix the redirection crash issue during the registration process

. Fix the issue of the indicator light automatically turning off after timeout
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2.4 New Features Description
1. Support adjusting ring signal parameters
Function Description: Customize and adjust the ringing parameters for different
analog phones

Setting Implementation: Go to the webpage - Phone Settings - Media Settings

Adjustment

T T I I |

* System

Codecs Settings >> @
* Network <

Media Settings >>

Receive Volume: [s li1~9) @ Default Ring Type: [Typeiv| @
G.723.1 Bit Rate: [63kbis v | @

> Phone settings DTMF Payload Type: [101 [c96~127) @
Send Volume: [3 J(1~9)

i Call it OPUS Payload Type: 107 (96~127) OPUS Sample Rate OPUS-NB(EV |
ILBC Payload Type: [97 [(o6~127) @ ILBC Payload Length [20ms v]| @
Enable VAD: (W ] Enable Voice Mail Tone: [7]

» Call logs
Onhook Max Time: 800 (100~1000)millisecond Enable Hookflash: 9
Onhook Min Time: [200 [¢100~1000)millisecond

» S i —_— VO —

ecudty. Caller ID Mode: [ETSIFsK(r v ] SLIC Impedance: [6000hm v
[ Ringing voltage: [83 J(46~90)vpk Ringing waveform: [Sine Wave ] ]

* Device Log
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