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1 Revise History

No. Version Release Time

1 2.12.18.15 2024.11.28

2 2.12.20.3 2024.12.17

3 2.12.20.17/2.12.20.19 2025.7.3
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2 Release 2.12.20.17/2.12.20.19

Models Software
Version

Comment

Color Screen: V60W、V60P、V61W、

V61G、V62W、V62G、V62 Pro、V63、

V64

Monoc Vision: V50P

Color Screen:

2.12.20.19

Monoc Vision:

2.12.20.17

2.1 New Feature

1. Add the feature of Wireless Handset Device Silent Upgrade.

2.2 Improvement

1. Optimize the display length of the side key on the phone during a call.

2. Optimize the display of call logs, adding hours and minutes in the detailed

information on the LCD.

3. Extende the maximum value of the LDAP phone book parameters to 511 digits.

2.3 Bug Fix

1. Fix the issue where the default input method was set to Pinyin in languages

other than Chinese (Simplified) and Chinese (Traditional).

2. Fix the issue where, after a user searched for a specific number and edited it

using the local contacts feature, the call interface displayed incorrect names and

numbers when the user attempted to make a call using that number, instead of

the names and numbers the user had actually edited and selected.

3. Fix the issue where the softkeys on the phone were not fully displayed in
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German.

4. Fix the issue where there was no Hide Unused DSS parameter in the .nc format.

2.4 New Features Description

1. Add the feature of Wireless Handset Device Silent Upgrade.
Feature Description： Perform an OTA update on the handset. Confirm that the handset

version is 2.0.2.8 or above.

1. Ensure successful connection between the handset and the telephone.

2. Go to the web interface [System] - [Upgrade] - [Software Upgrade], and select the

software for upgrade (version 2.12.20.19 or above)

3. After selecting the version file, click the [Upgrade] button to upgrade both the handset

and the telephone simultaneously.
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After selecting the version file, click the [Upgrade] button to perform a simultaneous

upgrade of both the handset and the telephone system.

The phone interface displays:

>>
NOTE：Please do not operate the phone during the upgrade process. Avoid turning off the

controller or powering off the phone, as improper operations may result in the phone

becoming inoperable.

4. After the upgrade is complete, the wireless handset will automatically restart. Once the

wireless handset has restarted and restored the connection, you can use the latest version.
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3 Release 2.12.20.3

Models Software
Version

Comment

V60W、V60P、V61W、V61G、V62W、

V62G、V62 Pro、V63

2.12.20.3

3.1 New Features

1. Add the feature of customizing the wireless handset name.

3.2 Bug Fix

1. Fix the issue where the phonebook contact names containing “&” could not be

downloaded.

2. Fix the issue of abnormal LDAP phonebook display under certain circumstances.

3. Fix the issue where the sidekeys display abnormally after restarting the phone

when there is only one page of sidekeys (V60W、V61W).

4. Fix the issue of incorrect default input method for the LDAP phonebook.

3.3 New Features Description

1. Add the feature of customizing the wireless handset name.
Feature Description：Customize the wireless handset name through web or LCD.
Implementation Details:
1) Go to IP phone’s web [Phone Settings]>[Features]>[Wireless Handset]>[Device
Name], to customize the wireless handset name:

2) Go to IP phone’s LCD [Menu]>[Basic]>[Wireless Handset]>[Device Name], to
customize the wireless handset name:
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After the device name is set, go to IP phone’s LCD [Menu]>[Status]>[Wireless
Handset], to see customized name.
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4 Release 2.12.18.15

Models Software
Version

Comment

V61W/V61G/V62W/V62G/V63 2.12.18.15

4.1 New Features

1. Add Kazakh language

2. Add built-in background image resources

3. Added custom Dsskey background transparency feature

4. Add Chinese input method functionality

5. Added custom length function for side keys

4.2 Optimization

1. Optimize time zones and add Taipei as a new option.

2. Optimize LCD screen to customize scrolling display content

3. Optimize the interface hierarchy of the phone book to resolve flickering issues

upon entry.

4. Optimize standby time display

5. Optimize the function of the page-flipping keys to flash when BLF is active on

other pages.

6. Optimize the ringtone effect for incoming calls

7. Optimize the display length of side keys

4.3 Bug Fix

1. Fix issues related to abnormal volume adjustment during standby mode and after

hands-free calls
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2. Fix the issue where the search function of the XML cloud phone book does not

follow alphabetical order.

3. Fix the issue where the dialer can only display up to 9 digits when selecting

Persian.

4. Fix the issue where the input method selection on the LCD displays incorrect

characters when selecting Persian

5. Fix the issue where the phone cannot obtain an IP address after connecting to WiFi

6. Fix the issue where 'No service' is displayed in the upper left corner when the

phone is in standby mode and not registered.

4.4 New Features Description

1. Add built-in background image resources

Feature Description：The phone supports more background images

Implementation Details: Go to the phone webpage - [System] - [Upgrade] -
[Background List] to set up, click on Settings to apply on the phone.
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2.Added custom Dsskey background transparency feature
Feature Description: The phone supports setting the transparency of the side
buttons on the standby desktop.

Implementation Details: Go to the phone webpage - [Phone Settings] -
[Advanced] - [UI Preference] to configure it. When set to 0%, the side key border is
opaque, and when set to 100%, the side key border is completely transparent

3. Added custom length function for side keys

Feature Description: The phone supports setting the length of side keys for clearer
display of line information and other content.



12 / 12

Fanvil Link Technology Co., Ltd

Add: 13th Floor, Building 2, Runzhi R&D Center, Xin'an Street, Bao'an District, Shenzhen, China
Tel: +86-755-2640-2199 Fax: +86-755-2640-2618 Email: support@fanvil.com www.fanvil.com

(Side key: default) (Side key: long)

Implementation Details: Go to the phone webpage - [Function Key ] - [Side key]
to set the length of the side keys
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